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NOTES:

. AERIAL PHOTOGRAPHY WAS TAKEN BY AIRBOURNE DIGITAL
IMAGES ON 12/10/02 BETWEEN 1300 AND 1345.

. DIGITAL TOPOGRAPHIC INFORMATION PROVIDED BY CHICAGO
AERIAL SURVEY 2/4/03

. ADDITIONAL TOPOGRAPHIC DATA SUPPLIED BY PLUMB TUCKETT
AND ASSOCIATES 10/28/02

. HISTORICAL SAMPLING STATION LOCATIONS ARE APPROXIMATE.

. SAMPLING LOCATIONS ARE BASED ON INDIANA STATE PLANE,
WEST ZONE, NAD B3.

. ELEVATIONS RELATIVE TO NGVD29

. BATHYMETRY SURVEY CONDUCTED BY FOSTER WHEELER
ENVIRONMENTAL OCTOBER 2002 WITH AN INNERSPACE 448
FATHOMETER ( 3", 208 KHz TRANSDUCER ) AND A TRIMBLE Ag
132 DGPS WITH LEAD LINES IN AREAS SHALLOWER THAN 1.5 ft.

- WSEL STAFF GAUGE WAS PLACED ON TEMPORARY WALKWAY
THAT HAS BEEN REMOVED.
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HISTORICAL SAMPLING STATION

FOSTER WHEELER ROXANA MARSH
SAMPLING STATION (MARCH 2002)

FOSTER WHEELER WEST BRANCH
SAMPLING STATION (OCTOBER 2002)
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WEST BRANCH OF THE GRAND CALUMET RIVER
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